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Mechanical

Hardware

LEDs

Dimensions 191.7 x  185 x  43.7 mm (7.55 x  7.28 x  1.72")

Weight 1.2 kg (2.65 lb)

Total non-blocking line rate 16 Gbps

Max . pow er consu mption 15W

Pow er method Univ ersal AC inpu t: 100— 240V AC

Pow er su pply Internal 60W AC/DC pow er su pply

Netw orking interface (16) 10/100/1000 MbE RJ45 

PoE Interface (8) PoE/PoE+  (Pins 1, 2+; 3, 6-)

Management interface Ethernet In-Band

Max  PoE+ w attage per port by  PSE 30W

PoE bu dget 45W

Modes SMB lay er 2 PoE GbE  sw itch

Operating temperatu re -15  to 40°  C (5  to 104°  F)

Operating hu midity 10 to  90% noncondensing

Certifcations CE, FCC, IC

Sy stem (1) Pow er:  blu e/w hite
Flashing w hite: bootu p in progress
Flashing blu e: Ø rmw are u pgrading
Steady  w hite: factory  defau lts, aw aiting adoption
Steady  blu e: dev ice is adopted

Ethernet Green: 1G
Amber: 10/100 Mbps

PoE Amber: PoE/PoE+


